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Speed 
(rpm)

Rated Torque Power
Rated Voltage Current 

(Amps)
Gear 
Ratio

Radial 
Load (lbs.) Product Type Model 

Numberlb-in. Nm HP Watts
43 16 1.8

1/32 23 180 0.18
40

40 24A4BEPM-3F
N1098

86 9.7 1.1 20 N1096
172 5.3 0.6 10 N1094

Type 24A-3F“N” model numbers require lead time and minimum quantities.

Permanent Magnet DC Gearmotors

Speed 
(rpm)

Rated Torque Power
Rated Voltage Current 

(Amps)
Gear 
Ratio

Radial 
Load (lbs.) Product Type Model 

Numberlb-in. Nm HP Watts
5.8 310 35

1/5 153 180

0.85 300 200 42A5BEPM-E4 N4275
29 310 35 1 60 200 42A7BEPM-E3 N4285
43 180 20 1 40 200 42A7BEPM-E3 N4284
85 120 13.6 1 20 300 42A7BEPM-E3 N4282

170 60 6.8 1 10 300 42A7BEPM-E2 N4280
170 68 7.7 1 10 300 42A7BEPM-F2 N4290
345 32 3.7 1 5 300 42A7BEPM-E1 N4279 Type 42A-E/F

Permanent Magnet DC Gearmotors

Speed 
(rpm)

Rated Torque Power Rated 
Voltage

Freq.  
(Hz) Ph Current 

(Amps)
Gear 
Ratio

Radial 
Load (lbs.)

Capacitor  
(µF/VAC) Product Type Model 

Numberlb-in. Nm HP Watts
Three-phase, Non-synchronous                                                                                                                                     

140 50 5.7 1/5 140 230 50 1 1.1/.61 10 300 42R5BFPP-E2 N1665
Permanent Split Capacitor, Non-synchronous                                                                                                            CAPACITOR IS REQUIRED

4.7 310 35

1/7.5 100 230 50 1 0.78

300 200

7.5/370

42R5BFCI-E4 N1671
7.8 341 38.5 180 200 42R5BFCI-E4 N1669
23 297 33.6 60 200 42R5BFCI-E3 N1685
47 148 16.7 30 300 42R5BFCI-E3 N1683
70 99 11.2 20 300 42R5BFCI-E3 N1681

140 50 5.6 10 300 42R5BFCI-E2 N1680
280 26 2.9 5 300 42R5BFCI-E1 N1679

Split phase Non-synchronous (with centrifugal switch)                                                                                            
47 148 16.7 1/7.5 100 230 50 1 0.78 30 300 42R5BFSI-E3 N1653

up to 38.5 Nm  |  Parallel Shaft Gearmotors—Metric

•	Metric mounting threads 
and shaft dimensions

• �Unvented gearhousing 
• All steel gearing
• Industrial lip type seals on 

motor and output shafts

• �Needle bearings throughout 
for increased radial load 
capacity and long life

• �Permanently lubricated
• 42R-E: Die cast terminal box 

with terminal block included

 • �F-type only: Hardened helical 
gearing for quietness and 
high output to size ratio

• �Dual voltage (230/460V) 
models are also available

Type 42R-E

Speed 
(rpm)

Rated Torque Power Rated 
Voltage

Freq.  
(Hz) Ph Current 

(Amps)
Gear 
Ratio

Radial 
Load (lbs.)

Capacitor  
(µF/VAC) Product Type Model 

Numberlb-in. Nm HP Watts
Permanent Split Capacitor, Non-synchronous                                                                                                            CAPACITOR IS REQUIRED

35 37 16.7

1/15 50 230 50 1 0.5

40 40

7.5/370 34R4BFCI-3F

N1491
47 34 4.2 30 40 N1487
70 30 3.8 20 40 N1490

140 19 2.1 10 5 N1488

•	Metric mounting threads 
and shaft dimensions

•	 Industrial lip seals on motor 
and output shafts

•	Needle bearings on output 
shaft for increased radial 
load capacity and long life

•	Permanently lubricated with 
high-performance lubricant

•	Bronze gear for high 
shock load capability

•	Hardened and ground worm 
for high strength and long life

• 34R-3F: Die cast terminal box 
with terminal block included

up to 16.7 Nm  |  Right Angle Gearmotors—Metric 

Type 34R-3F

3F

E/F

Fixed Speed—AC Gearmotors

Fixed Speed—AC Gearmotors


