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Permanent Magnet DC Gearmotors

Speed 
(rpm)

Rated Torque Power Peak 
Torque 
(lb-in.) 

Rated 
Voltage

Current 
(Amps)

Gear 
Ratio

Radial 
Load (lbs.) Product Type Model 

Numberlb-in. Nm HP Watts

  33A-5F Gearmotor
43 45 5.1

1/14 54

118

180 0.41

40

80 33A5BEPM-5F

N6244
86 29 3.3 100 20 N6242

173 17 1.9 54 10 N6241
345 8.9 1 28 5 N6240

 42A-5N Gearmotor
43 81 9.1

1/6 121 177 180 0.85
40

120 42A5BEPM-5N
N4238

85 55 6.2 20 N4236
172 31 3.5 10 N4235

Metric—Right Angle Gearmotors  |  up to 14.2 Nm  

Type 42A-5N

Type 42R-5F and 42R-5N

Metric—Right Angle Gearmotors

5H

Speed 
(rpm)

Rated Torque Power Rated 
Voltage

Freq.  
(Hz) Ph Current 

(Amps)
Gear 
Ratio

Radial 
Load (lbs.)

Capacitor  
(µF/VAC) Product Type Model 

Numberlb-in. Nm HP Watts
  34R-5F Gearmotor
Permanent Split Capacitor, Non-synchronous                                                                                                            CAPACITOR IS REQUIRED

23 72 8.1 1/15

50 230 50 1 0.5

60 50

5.0/370 34R4BFCI-5F

N1469
35 60 6.8 1/15 40 50 N1468
70 39 4.4 1/15 20 50 N1466
140 21 2.4 1/15 10 30 N1465

  42R-5F Gearmotor
Permanent Split Capacitor, Non-synchronous                                                                                                            CAPACITOR IS REQUIRED

35 93 10.5 1/9
83 230 50 1 0.63

40 80
7.5/370 42R4BFCI-5F

N1627
70 60 6.8 1/9 20 80 N1624
140 32 3.6 1/9 10 10 N1623

  42R-5N Gearmotor
 Three-phase, Non-synchronous

47 109 12.3 1/5 140 230/400 50 3 1/1/.61 30 180 — 42R5BFPP-5N N1633
Permanent Split Capacitor, Non-synchronous                                                                                                            CAPACITOR IS REQUIRED

35 113 12.8
1/7.5 100 230 50 1 0.78

40
180 7.5/370 42R5BFCI-5N

N1678
70 74 8.4 20 N1677

Metric—Right Angle Gearmotors  |  up to 12.8 Nm

Type 34R-5F

5N/5F
•	Metric mounting threads 

and shaft dimensions
•	Unvented gearhousing for 

universal horizontal mounting
•	Bronze worm gear for high 

shock load capability

•	Hardened and ground worm 
for strength and long life

•	Models with accessory 
shafts are ideal for mounting 
encoders or brakes

•	AC Gearmotors: Die cast terminal 
box with terminal block included

•	See pages 34 and 35 for 
capacitors and terminal boxes

“N” model numbers require lead time and minimum quantities.

Fixed Speed—AC Gearmotors

Permanent Magnet DC Gearmotors

Type 33A-5F

Speed 
(rpm)

Rated Torque Power Peak 
Torque 
(lb-in.)

Rated 
Voltage

Current 
(Amps)

Gear 
Ratio

Radial 
Load (lbs.) Product Type Model 

Numberlb-in. Nm HP Watts

36 126 14.2
1/5 141

340
180 1

48
150 42A7BEPM-5H

N4299
96 81 9.2 247 18 N4296

Type 42A-5H


