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Brushless DC Gearmotors

Fixed Speed—AC Gearmotors

Permanent Magnet DC Gearmotors

Variable Speed—Pacesetter Inverter Duty AC Gearmotors

Speed 
(rpm)

Rated 
Torque 
(lb-in.)

Rated Current (Amps) Peak 
Torque 
(lb-in.)

Motor 
HP

Gear 
Ratio 

Radial 
Load 
(lbs.)

Product Type 2

Accy 
Shaft

No Accy 
Shaft

Accy 
Shaft

No Accy 
Shaft

24V 130V 24V 130V
 24A-Z PMDC Gearmotor

14 100

2.6 0.48

115

1/17

180 125 24A4BEPM-Z4 N4963 4663 N4563 0163
28 92 115 90 125 24A4BEPM-Z4 N4962 N4662 N4562 0162
42 65 115 60 125 24A4BEPM-Z3 N4961 4661 N4561 0161
83 33 59 30 125 24A4BEPM-Z3 N4960 4660 N4560 0160

139 21 38 18 100 24A4BEPM-Z2 N4959 N4659 N4559 0159
208 14 25 12 100 24A4BEPM-Z2 N4958 N4658 N4558 0158
417 7 13 6 100 24A4BEPM-Z2 N4957 4657 N4557 N0157

33A-Z PMDC  Gearmotor
42 95

3.7 0.74

115

1/12

60 125 33A3BEPM-Z3 N6969 N6669 N6569 6169
83 47 59 30 125 33A3BEPM-Z3 N6968 N6668 N6568 6168

139 31 38 18 100 33A3BEPM-Z2 N6967 N6667 N6567 6167
208 20 25 12 100 33A3BEPM-Z2 N6966 N6666 N6566 6166
417 10 13 6 100 33A3BEPM-Z2 N6965 N6665 N6565 6165

Parallel Shaft Gearmotors | up to 120 lb-in.

•	Unvented gearhousing for 
universal horizontal mounting

•	Permanently lubricated with 
high-performance lubricant

•	Helical primary gear for quietness 
and hardened steel spur gearing 
on subsequent stages for high 
output torque and long life

•	Models with accessory 
shafts are ideal for mounting 
encoders or brakes

•	See page 34 for capacitors 
and accessories

•	See page 36 for reference 
dimensions

Type 22B-Z 

Type 34R-Z Pacesetter

Type 34R-Z

Type 24A-Z

Type 33A-Z

Z

Fixed Speed Rating Variable Speed (SOA) Ratings1

Product Type
(230V)
Model 

Number
Speed 
(rpm)

Torque 
(lb-in.)

Motor 
HP A Gear 

Ratio
Speed Range 

(rpm)
Frequency 
Range (Hz)

Torque 
Type

Torque  
@ 10 Hz
(lb-in.)

Torque 
@ 60 Hz 
(lb-in.)

Torque 
@ 90 Hz  
(lb-in.)

Three-Phase, Inverter Duty, Non-synchronous, 230 VAC (TENV)
9 120

1/6 0.73

180 0.9-13

10-90 constant

120 120 120 34R6BEPP-Z4 2220
19 120 90 1.8-26 120 120 120 34R6BEPP-Z4 N2222
28 120 60 2.8-39 120 120 120 34R6BEPP-Z3 N2224
57 96 30 5.5-78 96 96 96 34R6BEPP-Z3 2226
94 39 18 16-143 39 39 39 34R6BEPP-Z2 N2227

283 21 6 28-391 21 21 21 34R6BEPP-Z2 N2228

Speed 
(rpm)

Rated 
Torque 
(lb-in.)

Rated Current (Amps) Peak 
Torque 
(lb-in.)

Motor 
HP

Gear 
Ratio 

Radial 
Load 
(lbs.)

Product 
Type 2

Accy 
Shaft

No Accy 
Shaft

Accy 
Shaft

No Accy 
Shaft

24V 130V 24V 130V
14 100 — 0.72 115 1/11 180 110 22B3BEBL-Z4 — — N3463 3363
14 100 3.3 0.53 115 1/16 180 110 22B2BEBL-Z4 — N3563 — —
21 100 3.3 0.53 115 1/16 120 110 22B2BEBL-Z4 — N3564 — N3364
28 100 4.4 0.72 115 1/11 90 110 22B3BEBL-Z4 — — N3462 N3362
28 97 3.3 0.53 115 1/16 90 110 22B2BEBL-Z4 — N3562 — —
42 95 4.4 0.72 115 1/11 60 110 22B3BEBL-Z3 3661 N3561 N3461 N3361
83 52 4.4 0.72 59 1/11 30 125 22B3BEBL-Z3 N3660 N3560 N3460 N3360

139 31 4.4 0.72 38 1/11 18 125 22B3BEBL-Z2 N3659 N3559 N3459 N3359
208 20 4.4 0.72 25 1/11 12 120 22B3BEBL-Z2 N3658 N3558 N3458 3358
417 10 4.4 0.72 13 1/11 6 100 22B3BEBL-Z2 N3657 N3557 N3457 3357

1  SOA: Contact the factory for detailed speed/torque information (Safe Operating Area). See page 19.
2  �The fifth character of the product type changes from “B” to “F” for accessory ready models.  
3 � Type FV INTEGRAmotors require a PWM signal from a motion controller or PLC to operate.
** INTEGRAmotor can be ordered with either analog (/SR) or digital (/FV) interface option.
“N” model numbers require lead time and minimum quantities.

Speed 
(rpm)

Rated Torque 
(lb-in.) Motor HP V Hz Ph Amps Gear Ratio Radial Load 

(lbs.)
Capacitor  
(µF/VAC) Product Type Model 

Number
 Permanent Split Capacitor, Non-synchronous                                                                                                    CAPACITOR IS REQUIRED

9.6 100

1/15 115 60 1 1.0

180 125

10.0/250

34R4BFCI-Z4 0449
19 100 90 125 34R4BFCI-Z4 0448
28 100 60 125 34R4BFCI-Z3 0455
57 57 30 125 34R4BFCI-Z3 0454
94 36 18 100 34R4BFCI-Z2 0453

142 24 12 100 34R4BFCI-Z2 0452
283 12 6 100 34R4BFCI-Z2 0451
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Parallel Shaft Gearmotor Dimensions
Dimensions (in inches) are for reference only. For CAD drawings and up-to-date specifications, please visit www.bodine-electric.com.

Shaft 
Length

Hub
Length

Mounting 
Pattern Width

Gearhead 
Width (square)

Hub Width

Shaft Center to 
Mounting Hole
(bottom)

Shaft 
Diameter

Mounting
Detail

F
C

G

B

H
J

K
D

LengthXH

Motor
DiameterA

Accessory Shaft 
(on Select Models)L

Shaft Center to 
mounting hole (top)I

Shaft 
DetailE

DC/BLDC 
Lead Exit

AC Lead
Exit

Gearhead Type D, Z, WX, E/F, pages 5-9

Reference Drawings and Dimensions

Product 
Type

Wt. 
(lbs.)

XH 
Length

A
Diameter 
(Height)

B
Width 

(square)

C 
Shaft 

Length

D 
Shaft 

Diameter

E
Shaft 
Detail

F
Hub 

Length

G 
Hub 

Width

H
Mounting 
Pattern 
Width

I
Shaft 

Center to 
Mounting 

Hole 
(top)

J
Shaft 

Center to 
Mounting 

Hole 
(bottom)

K
Mounting 

Detail

L
Acc’y 
Shaft  

Cord/
Lead 

Length 
(in.)

Type D Gearmotor

24A-D
24A2-D 4.0 5.887

2.42

3.42 1.56 .500 Flat .554 1.125 2.652 .582 1.326

[4]10-32  
UNF-2B x .38 

deep on a  
3.75 B.C.

Yes 24
24A4-D 4.5 6.637 Yes 24

22B-D 22B2-D 3.75 5.522 2.378 Yes 12 or 24
22B-D 

INTEGRA 22B2-D 5.4 6.631 2.93 No None

Type Z Gearmotor

34R-Z

34R4-Z4/3

9.3

8.328

4.02

3.40 1.56 .500 Flat/
Key .29 1.125 2.652 .582 1.326

[4]10-32 
UNF-2B x .38 

deep on a  
3.75 B.C.

No 12
34R6-Z4/3 8.345
34R4-Z2 7.428
34R6-Z2 7.445

24A-Z
24A4-Z2

5.0
6.890

2.42
Yes 24

24A4-Z3/Z4 7.790

33A-Z
33A3-Z2

5.8
6.895

3.39
33A3-Z3 7.795

22B-Z
22B3-Z2 5.25 6.326

2.378

3.42 1.56 .500 Flat/
Key .29 1.125 2.652 .582 1.326

[4]10-32  
UNF-2B x .46 

deep on a  
3.75 B.C.

Yes
12 or 2422B2-Z4 4.75 6.746 No

22B3-Z4 5.25 7.226 Yes

22B-Z 
INTEGRA

22B3-Z2 5.3 7.435
2.93 No None22B3-Z3 5.3 8.335

22B2-Z4 4.8 7.885
Type WX Gearmotor
34R-WX 34R6-WX 12.0 8.956 4.02

4.06 2.0 .625 Key .56 1.31 3.375 .863 1.688
[4]1/4 -28 UNF-
2B x .50 deep 
on a 4.78 B.C.

No 12
33A-WX 33A5-WX 9.7 8.665 3.385 Yes 24
34B-WX 34B3-WX 4.8 6.473 4.02 Yes 12 or 24

Type E/F & FX Gearmotor
34R-FX 34R4-FX 11.0 8.112 4.02

4.64 2.0 .750 Key .37 1.536 3.625 .913 1.813

[4]1/4 -28  
UNF-2B x .50 

deep on a  
5.13 B.C.

No 12
42R-FX

42R5-FX 14.5 9.128
4.73

42R6-FX 16.5 9.565
48R-FX 48R6-FX 26.0 10.487 5.90 No 24
42A-FX 42A5-FX 14.9 9.323 4.26 Yes 24

34B-E/F
34B3-E 11.0 6.629

4.02
No

12 or 2434B4-E/F 12.0 7.129 Yes
34B6-F 14.0 8.129 Yes

Only the first four characters of the product type are relevant to dimensions.


