
8.080

.20
BOTH ENDS

1.14

3.436±.002

1.85±.02

.13

5.700

2.05±.02

R.02 MAX

2.380

[3] .7500
.7495

2.255

.720 FLAT
BOTH ENDS

A

A

A

UNDERCUT TO FORM 
SQUARE SHOULDER

.1880

.1863

.634 TYP

SECTION A-A

1/4-20 UNC
X .50 
BOTH ENDS

.704±.003
GROOVE DIAMETER

R.005 MAX
TYP

.065

.062

DETAIL A
SCALE 2 : 1

2.255±.005 
USABLE LENGTH

2.38±.03 TO 
MOUNTING SURFACE

(2.38) TO
MOUNTING SURFACE

.7500

.7495
BOTH ENDS

(2.264)
USABLE LENGTH

2.150±.007
BOTH ENDS

THRUST WASHER

RETAINING RING

NOTES:
1. MATERIAL: 316 STAINLESS STEEL
2. ITEMS SUPPLIED WITH SHAFT
   KEYS: [3] STAINLESS STEEL.1875 SQ X 1.62 LONG
   THRUST WASHER: [1] ø1.23 OD X ø.757 ID X .0615 THICK
   RETAINING RINGS: [2] ROTOR CLIP P/N BSH-75 (1 SPARE)

[3] PLACES

BOTH ENDS

SHAFT KIT INSTALLED SHAFT DIMENSIONS

A

B

C

D

B

A

34

4 3 2 1

2

BODINE ELECTRIC COMPANY INFM0379

2:3

KIT ACCESSORY SHAFT GB/H GEARMOTOR 
Ø.750 X 2.38 EXTENSIONS

1/1

DESCRIPTION:

PART NO./REV:

SHEET:

SCALE:

B
D

C

ANGLES:  X°:±3°  X.X°:±0.5°

UNLESS OTHERWISE SPECIFIED:

UNITS ARE IN INCHES [mm]

TOLERANCES:.XX:±.01 .XXX:±.005

A

REPRESENTATIVE OF MODEL NUMBER(S):

0927

1
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