
AC DRIVES
ACS150

ACS150-PNPL01U-EN	 15	 Effective:	05/01/�007
Rev.	D	 	 Supersedes:	1/01/�006

Frame
Size

IP20 (cabinet) / UL Open Noise 
Level
dBA

H1
(in)

H2
(in)

H3
(in)

W
(in)

D
(in)

Weight
(lb)

R0 6.65 7.95 9.41 �.76 5.59 �.4 50
R1 6.65 7.95 9.41 �.76 5.59 �.9/�.61 60
R� 6.65 7.95 9.41 4.13 5.59 3.3 60
1	UN= 200…240 V: 1.3 kg / 2.9 lb, UN= 380…480 V: 1.2 / 2.9 lb.

Frame
Size

NEMA 1

H4
(in)

H5
(in)

W
(in)

D
(in)

Weight
(lb)

R0 10.1� 11.0� �.76 5.59 3.3
R1 10.1� 11.0� �.76 5.59 3.7/3.51

R� 10.1� 11.1 4.13 5.59 4.�
1	UN= 200…240 V: 1.7 kg / 3.7 lb, UN= 380…480 V: 1.6 / 3.5 lb.

Notes:
H1= Height without fastenings and clamping plate.
H2= Height with fastenings but without clamping plate.
H3= Height with fastening and clamping plate.
H4= Height with fastenings and NEMA 1 connection box.
H5= Height with fastenings, NEMA 1 connection box and hood.
W=	Width
D=	Depth

Dimensions

  

              Cabinet Mounted Drives (UL Open)             Wall Mounted Drives (NEMA 1) 
                            with MUL1-R1 option


