SEALMASTER

o RPB Bearings

Rolling Elements:  Tapered Roller
Housing:  Cast Iron Two Bolt Pillow Block

Self Alignment:  +/- 3 Degrees
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Seal: Felt

Optional Seal:  Single Lip Contact

Temperature: -20°F to 220°F

Mtd. Tapered
Bearings

Dimensions inch / mm

Bore Diameter Bearing
Insert No. D G H
inch mm i
13/4 DRPBA-112-2 | RCIA-112
45 | DRPBA-45MM-2 | RCI-45MM
8070 | 278 | 10 | 6314 | 812 | 2916 | 112 | 514 |261/64| 1314 | 314 175
115116 DRPBA-115-2 | RCIAMS | soaa7 | 73.0 | 2540 | 1715 | 2159 | 651 | 381 | 1334 | 750 | 445 | 826 | 8 | 704
50 | DRPBA-50MM-2 | RCI-50MM
2 DRPBA-200-2 | RCIA-200
55 | DRPBA-55MM-2 | RCI-55MM | 8570 3 11 7304 | 94 | 2916 | 1916 | 558 | 318 | 1758 | 358 | | 197
23/16 DRPBA2032 | RCIA203 | 38121 | 762 | 2794 | 1969 | 2350 | 65.1 | 39.7 | 14209 | 794 | 476 | 921 8.94
21/4 DRPBA-204-2 | RCIA-204
60 | DRPBA-6OMM-2 | RCI-60MM
9030 | 314 | 12 | 812 | 1038 | 278 | 134 | 61/8 | 3516 | 2 |315/16 255
2mne DRPBA-207-2 | RCIA-207 | yo167 | 826 | 3048 | 2159 | 2635 | 730 | 445 | 1556 | 841 | 508 | 1000 | % | 1157
212 DRPBA-208-2 | RCIA-208
65 | DRPBA-65MM-2 | RCI-65MM
2 11/16 DRPBA-211-2 | RCIA-211
2 3/4 DRPBA-2122 | RCIA-212
70 | DRPBA-7OMM-2 | RCI-7TOMM | 9530 | 33/4 | 131/2 | 95116 |11 9/16| 31/8 2 7 |3176| 214 |42332| | 352
215116 DRPBA-215-2 | RCIA.215 | 42836 | 953 | 3429 | 2365 | 203.7 | 79.4 | 508 | 177.8 | 937 | 57.2 | 119.9 15.97
75 | DRPBA-75MM-2 | RCI-75MM
3 DRPBA-300-2 | RCIA-300
80 | DRPBA-80MM-2 | RCI-80MM
33/16 DRPBA-303-2 | RCIA-303
31/4 DRPBA-304-2 | RCIA-304
85 | DRPBA-85MM-2 | RCI-85MM | 45350 | 41/2 | 16 |[107/8 | 1378 | 438 | 214 | 812 | 4316 | 212 | 57/16 e | 678
37116 DRPBA-307-2 | RCIA-307 | 68147 | 114.3 | 406.4 | 276.2 | 3524 | 111.1 | 57.2 | 2159 | 106.4 | 635 | 138.1 30.75
312 DRPBA-308-2 | RCIA-308
90 | DRPBA-90MM-2 | RCI-90MM
95 | DRPBA-95MM-2 | RCI-95MM

Metric dimensions for reference only.
Not all parts are available from stock. Please contact customer service for availability (800) 626-2120.
For more information on bearing capabilities outside of our standard offering, please contact Application Engineering (800) 626-2093.
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