SIEMENS

Class 14 Non-Reversing Motor Starters Page 1-6
« Single-phase and three-phase full Coil Table
@ VOIte_lge starters . 60Hz Voltage Letter
* Ambient compensated bimetal overload relay [,, Separate Control ]
* Non-combination type 120 Separate Control F
* Standard width and extra wide enclosures 110-120/220-240 A
* UL listed file #£E14900 200-208 D
* CSA certified file #LR6535 252-240 f
220-240/440-480 c
440-480 H
575-600 E
Standard Width Enclosure, 3-Phase, 3-Pole
Max Hp Rating Contactor| NEMA Enclosure Type
Motor Voltage Amp Size 1 | 4/4X S .S. 4X Fg. 7191314 | 3/3R/12
| 200 | 230 | 460 | 575 | Rating | (1/2 Size) Catalog Number
11/2 11 1/2 |1 2 9 00 14BP32B*81 |Use Size 0 Use Size 0 Use Size 0 Use Size 0
3 3 5 5 18 0 14CP32B*81 |14CP32W*81 |14CP32F*81 [14CP32H*81 [14CP320*81
71/2 17 1/2 |10 10 27 1 14DP32B*81 |14DP32W*81 |14DP32F*81 [14DP32H*81 [14DP320*81
10 10 15 15 40 (13/4) 14EP32B*81 |14EP32W*81 |14EP32F*81 |[14EP32H*81 |14EP320+*81
10 15 25 25 45 2 14FP32B*81 |14FP32W*81 |14FP32F*81 |14FP32H*81 |14FP320*81
15 [20 [30 [30 [60 (2 1/2) 14GP32B*81 |14GP32W*81 |14GP32F*81 [14GP32H*81 |14GP320*81
25 30 50 50 90 3 14HP32B*81 |14HP32W*81 |14HP32F*81 [14HP32H*81 [14HP320*81
30 40 75 75 115 (31/2) 141P32B*81 141P32W*81 |[141P32F*81 141P32H*81 141P320*81
40 50 100 1100 ]135 1 14JG32B*81 114JG32W*81 |14JG32F*81 |14JG32H*81 114JG320*81
Standard Width Enclosure, Single Phase, 2-Pole [A]
Max Hp Rating |Contactor| NEMA Enclosure Type
Motor Voltage | Amp Size 1 | 4i14xs.s. 4X Fg. 7/9/3/4 |  3I3R/12
115 | 208 /230 | Rating | (1/2 Size) Catalog Number
1/3 U1 9 00 14BP12B*81 |Use Size 0 Use Size 0 Use Size 0 Use Size 0
1 2 18 0 14CP12B*81 |14CP12W*81 |14CP12F*81 |14CP12H*81 |14CP120*81
2 3 27 1 14DP12B*81 |14DP12W*81 |14DP12F*81 |14DP12H*81 |14DP120*81
3 5 35 1P 14EP12B*81 |14EP12W*81 |14EP12F*81 [14EP12H*81 |14EP120%81
3 7112 45 2 14FP12B*81 |14FP12W*81 |14FP12F*81 |14FP12H*81 |14FP120*81
5 10 60 (2 1/2) 14GP12B*81 |14GP12W*81 |14GP12F*81 |14GP12H*81 |14GP120*81

Replace the (*) with a letter from the coil table. Dual voltage coils are wired on high voltage unless specified on order.
[A] Coils E, H and L not available in single phase starters.
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Extra Wide Enclosure, 3-Phase, 3-Pole Page 2-6
Max Hp Rating | Contactor| NEMA Enclosure Type
Motor Voltage Amp Size 1 | 4/4X S.S. -I 7191314 | 3/3R/12
200 | 230 | 460 | 575 Rating | (1/2 Size) Catalog Number
11/2 111/2 ]2 2 9 00 14BP82B*81 |Use Size 0 Use Size 0 Use Size 0
3 3 5 5 18 0 14CP82B*81 [14CP82W*81 |14CP82H*81 [14CP820*81
71/2 17 1/2 110 10 27 1 14DP82B*81 |14DP82W*81 |14DP82H*81 |14DP820*81
10 10 15 15 40 (1.3/4) 14EP82B*81 |14EP82W*81 |14EP82H*81 |14EP820*81
10 15 25 25 45 2 14FP82B*81 |[14FP82W*81 |14FP82H*81 [14FP820*81
15 20 30 30 60 (2 1/2) 14GP82B*81 |14GP82W*81 |14GP82H*81 |14GP820*81
25 30 50 50 90 3 14HP82B*81 |14HP82W *81 |14HP82H*81 [14HP820*81
30 40 75 75 115 (3 1/2) 141P82B*81 |14IP82W*81 |14IP82H*81 |14IP820*81
40 50 100 1100 1135 4 14JG82B*81 [14JG82W*81 114JG82H*81 [14JG820*81
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Dimensional Drawings Page 3-6
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Outline Dimensions |[Mounting Conduit Size Approx.
Fig. Ship Wt
Enclosure Type |Size [2] |A B C D E G [11]K1 K2 K3 K4 K5 Lbs
00-13/4 (w/o CPT) |1 11.00 |6.41 |5.00 |[8.22 |[4.63 ]0.25 [0.5 0.5-0.75 [0.75-1 |— — 10
1 (Standard width 2-21/2 (wlo CPT) |2 13.53 |8.00 ]6.38 |10.25 [6.00 [0.25 |0.5-0.75 |0.75-1 1-1.25 |— — 15
f(orir;eaviitmr 3-31/2 3 [19.13 [11.38 [7.69 |15.63 |8.25 [0.25 [0.5-0.75 [1-125 [1.5-2 [— — |28
without CPT) 4 4 24.88 [13.38 [8.13 |21.75 |9.00 ]0.25 |0.5-0.75 |1.25-1.5 |2-2.5 — — 37
5 5 40.00 [20.00 |11.00 |37.63 [15.25 ]0.25 |2-3 1.25-1.5 10.5-0.75 |1.25-1.5 |[2-3 |135
6.7 5 48.00 |20.00 {12.50 |45.19 ]10.00 [0.25 |2-2.5 1.25-1.5 10.5-0.75 |1.25-1.5 |2-2.5 [150
1 (Extra wide for |00-2 1/2 3 19.13 |11.38 |7.69 [15.63 [8.25 [0.25 |0.5-0.75 |1-1.25 1.5-2 — — 26
use with CPT) 13-3 1/2 4 24.88 113.38 [8.13 121.75 19.00 10.25 10.5-0.75 11.25-1.5 |2-2.5 — — 37

[1] G designates mounting screw size.
[2] Enclosures shown in figures 1 - 4 have lift-off covers. Enclosures shown
Dimensions are in inches.
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in figure 5 have hinged covers.
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Dimensional Drawings
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Qutline Dimensions |Mounting Conduit Size Approx.
Fig. Ship Wt
Enclosure Type Size [2] |A B C D E G [1] |K1 K2 K3 Lbs
414X Fg (Std width for |0-2 1/2 1 |14.62 |11.88 [6.89 [15.00 [9.75 [0.25 |— — — 11
use w/ or w/o CPT) [3-4 1 123.78 123.78 16.89 [24.13 [21.25 0.25 |— — — 28
0-13/4 (w/o CPT) |2 15.25 |10.69 |10.00 |8.50 ]9.13 ]0.375 |0.5 1.5 0.75 |33
. 10-13/4 (w/CPT) |2 |17.75 |14.69 [10.38 |10.63 [13.25 [0.375 |0.5 |2 0.75 |60
7f’09r/i/34€(fv:fh”gf;;’itmdut[‘ 2:2 112 2 |17.75 |14.69 |10.38 [10.63 [13.25 [0375 [o5 |2 [0.75 |60
CPT) 3 2 |17.75 [14.69 [10.38 |10.63 |13.25 [0.375 [0.5 |2 0.75 |60
31/2-4 2 |28.69 [17.75 [11.75 |18.38 |15.75 [0.500 [0.5 |3 0.75 |140
5 2 48.88 [22.88 [14.88 [29.00 [21.60 [0.625 0.5 3 0.75 1352
7/9/3/4 (Extra wide for
use with CPT) 2-2 1/2 2 |17.75 [14.69 [10.38 [10.63 |13.25 10.375 [0.5 |2 0.75_ 160
12/3/3R (Standard |0-1 3/4 3 13.00 |7.75 |5.44 |12.25 |5.00 ]0.25 |— — — 12
width for use without [2-2 1/2 3 16.00 |8.13 |6.06 |15.25 |5.00 ]0.25 |— — — 18
CPT) 3-4 3 26.00 |13.13 |7.56 |25.25 ]10.00 |0.25 |— — — 49
00-1 3/4 3 13.00 |12.63 |5.38 |12.25 |10.00 |0.25 |— — — 30
2-21/2 3 |16.00 [13.25 [6.13 |15.25 |11.00 [0.25 |— — — 33
12/3/3R (Extra wide for|3-3 1/2 3 26.00 |13.13 |7.56 |25.25 |10.00 |0.25 [|— — — 49
use with CPT) 4 3 29.06 |23.19 |9.25 |27.56 |20.00 |0.375 |— — — 64
5 4 40.00 |20.00 |11.00 |41.00 |10.00 |0.375 |— — —
6.7 4 48.00 20.00 [12.50 [149.00 110.00 J0.375 |— — —
4/4X Stainless Steel [0-1 3/4 3 |13.00 [7.75 |5.44 |12.25 |5.00 [0.25 |— — — 18
(Standard width for use|2-2 1/2 3 16.00 |8.13 |6.06 |15.25 |5.00 ]0.25 |— — — 36
without CPT) 3-4 3 26.00 |13.13 |7.56 |25.25 ]10.00 |0.25 |— — — 67
00-1 3/4 3 13.00 |12.63 |5.38 |12.25 |10.00 |0.25 |— — — 30
. 2-21/2 3 16.00 |13.25 |6.13 |15.25 |11.00 |0.25 |— — — 33
4(/é)ﬁr2tjv'ir;':j§rsut::' 3-31/2 3 |26.00 [13.13 |7.56 [25.25 |10.00 [025 |- |—= |= 64
with CPT) 4 3 29.06 |23.19 |9.25 |27.56 |20.00 |0.31 [|— — — 67
5 (Painted) 4 40.00 |20.00 |11.00 |41.00 |10.00 |0.375 |— — —
6. 7 (Painted) 4 48.00 20.00 f12.50 149.00 ]10.00 10.375 |— — —

[1] G designates mounting screw size.
[2] Enclosures shown in figures 1-4 have hinged covers.
Dimensions are in inches.

Siemens Industry, Inc.

3333 Old Milton Parkway, Alpharetta, GA 30005

Siemens-NEMA-Control-14-Cut-Sheet4



Wiring Diagrams Size 00-4
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THREE PHASE

Page 5-6
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NOTES:

1) TRANSFORMER CONNECTIONS SHOWN ARE FOR HIGHER PRIMARY VOLTAGE. FOR
LOWER VOLTAGE, REMOVE JUMPER "D" AND CONNECT "H1" TO "H3" AND "H2" TO "H4" ON
TRANSFORMER. FOR CONNECTIONS OTHER THAN SHOWN, SEE TRANSFORMER

NAMEPLATE.

2) FOR SEPARATE CONTROL VOLTAGE SOURCE, REMOVE JUMPERS "A" AND "B" AND
CONNECT SOURCE TO CONTROL FUSE LINE TERMINALS.

3) WHEN FIELD ADDING A TRANSFORMER OR CHANGING TO A SEPERATE SOURCE, CHECK
COIL VOLTAGE FOR COMPATIBILITY AND CHANGE COIL OR RECONNECT JUMPER IF

NECESSARY.

4) REMOVE JUMPER "C" IF CONTROL TRANSFORMER IS USED.
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Accessories

Common Accessories

Enclosure type Description Cataloq No.
Start, Stop Push Buttons 49SBPB5
Hand-Off-Auto Selector Switch 49SBSB1
Off-On Selector Switch 49SBSB4
1 (with lift-off cover) |Red/Green On/Run/Off* Pilot Light 24VAC 49SBLBJ
Red/Green On/Run/Off* Pilot Light 120VAC 49SBLBF
Red/Green On/Run/Off* Pilot Light 208/240/277VAC 49SBLBG
Red/Green On/Run/Off* Pilot Light 480VAC 49SBLBH
Start, Stop Push Buttons 49SAP05
Hand-Off-Auto Selector Switch 49SAS01
Off-On Selector Switch 49SAS04
Red On Pilot Light 24VAC 49SPLOBRJ
Red On Pilot Light 120VAC 49SPLOBRF
(ui?rfshljr;gdféfixcfvlf) Red On Pilot Light 240VAC 49SPLOBRG
Red On Pilot Light 480VAC 49SPLOBRH
Green Off** Pilot Light 24VAC 49SPLOAGJ
Green Off** Pilot Light 120VAC 49SPLOAGF
Green Off** Pilot Light 240VAC 49SPLOAGG
Green Off** Pilot Light 480VAC 49SPLOAGH
CPT 45VA 240/480:24VAC KT4050
CPT 45VA 240/480:120VAC KT8050
CPT 50VA 240/480:24VAC KT4050P
CPT 50VA 240/480:120VAC KT8050P
All CPT 100VA 240/480:24VAC KT4100
CPT 100VA 240/480:120VAC KT8100
1 NO Aux Contact for Starter Sizes 00 - 4 49AB10
1 NC Aux Contact for Starter Sizes 00 - 4 49AB01
1 NO & 1 NC Aux Contact for Starter Sizes 00 - 4 49AB11

*"Off" PL requires N.C. aux contact 49AB01 for starter sizes 00-4.
**Includes NC aux contact for starter sizes 00-4.

NEMA Enclosure Descriptions

Short Circuit Current Ratings

Page 6-6

NEMA Fuses
Type Abbreviated Enclosure Description Size 600V Max 600V Max
1__{General purpose indoor use 00 -4 | 10kA (Class H or K) | 100KA (Class R or J)
3/3R W eatherproof : 5 | 14kA (Class H orK) | 100kA (Class R or J)
4 [Watertight and dust tight 6 18kA (Class H orK) | 100kA (Class R or J)
4X |Watertight, dust tight and corrosion resistant 7 NA 82kA (Class R or L)
Classified areas Div. 1 & Div. 2 Class | Groups C 8 hA 89kA (Class RorL)
7/9 [&D;Class |l Groups E, F & G; Class Ill Thermal Magnetic Circuit Breaker
12 Dust tight i ffori
ust tight and drip proof for indoor use Size 720V Max 500V Max
00 -3 14kA 10kA
31/2-4 10kA 10kA
5 14kA 14kA
6 18kA 18KkA
788 NA NA
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