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◆ Exterior and Mounting Dimensions
Table 7  V1000 Drive Dimensions for Models BA0001G to 4A0004G

Voltage 
Class

Drive Model
CIMR-V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B E Weight
kg (lbs)

Single-Phase
200 V Class

BA0001G

162 
(6.38)

222 
(8.74)

185 
(7.28)

135 
(5.32)

210 
(8.27)

6 
(0.24)

2 
(0.08)

81 
(3.19)

126 
(4.96)

90 
(3.54)

4.7 (10.36)
BA0002G 4.7 (10.36)
BA0003G 4.9 (10.80)

Three-Phase
200 V Class

2A0001G 4.7 (10.36)
2A0002G 4.7 (10.36)
2A0004G 4.8 (10.58)
2A0006G 4.8 (10.58)

Three-Phase
400 V Class

4A0001G 5.0 (11.02)
4A0002G 5.0 (11.02)
4A0004G 5.1 (11.24)
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Table 8  V1000 Drive Dimensions for Models BA0006G to 4A0011G

Voltage 
Class

Drive Model
CIMR-V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B E Weight
kg (lbs)

Single-Phase
200 V Class

BA0006G

187 
(7.36)

255 
(10.04)

235 
(9.25)

158 
(6.22)

241 
(9.49)

7 
(0.28)

2.5 
(0.10)

140 
(5.51)

188 
(7.40)

100 
(3.94)

7.8 (17.2)
BA0010G 7.8 (17.2)
BA0012G 8.2 (18.08)

Three-Phase
200 V Class

2A0008G <1>

<1> Only available in Asia

7.7 (16.98)
2A0010G 7.7 (16.98)
2A0012G 7.7 (16.98)

2A0018G <1> 8.1 (17.86)
2A0020G 8.1 (17.86)

Three-Phase
400 V Class

4A0005G 7.7 (16.98)
4A0007G 7.9 (17.42)
4A0009G 7.9 (17.42)
4A0011G 8.1 (17.86)
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Table 9  V1000 Drive Dimensions for Models 2A0030G to 4A0038G

Voltage 
Class

Drive 
Model
CIMR-

V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B C E F
Weight

kg 
(lbs)

Three-
Phase
200 V 
Class

2A0030G

290 
(11.42)

420 
(16.54)

305
(12.01)

265
(10.43)

400
(15.75)

8.5
(0.33)

2.5
(0.10)

158 
(6.22)

205.5 
(8.09)

258 
(10.16)

90 
(3.54)

95 
(3.74)

21.8 
(48.06)

2A0040G 21.8 
(48.06)

2A0056G 23.2 
(51.15)

Three-
Phase
400 V 
Class

4A0018G 21.7 
(47.84)

4A0023G 21.8 
(48.06)

4A0031G 22.9 
(50.49)

4A0038G 23.2 
(51.15)
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Table 10  V1000 Drive Dimensions for Model 2A0069G

Voltage 
Class

Drive 
Model

CIMR-V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B C E F
Weight

kg 
(lbs)

Three-
Phase
200 V 
Class

2A0069G 290
(11.42)

465
(18.31)

305
(12.01)

265
(10.43)

445
(17.52)

8.5
(0.33)

2.5
(0.10)

173 
(6.81)

188 
(7.40)

248 
(9.76)

130 
(5.12)

160 
(6.30)

27.7 
(61.07)
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Table 11  V1000 Drive Dimensions for Model BA0001H to 4A0004H

Voltage 
Class

Drive 
Model
CIMR-

V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B C E F G H
Weight

kg 
(lbs)

Single-
Phase
200 V 
Class

BA0001H

232
(9.13)

222
(8.74)

185
(7.28)

204.5
(8.05)

210
(8.27)

6
(0.24)

2
(0.08)

81
(3.19)

126
(4.96)

146
(5.75)

36
(1.42)

45
(1.77)

45
(1.77)

40
(1.58)

5.6
(12.35)

BA0002H 5.6
(12.35)

BA0003H 5.8
(12.79)

Three-
Phase
200 V 
Class

2A0001H 5.6
(12.35)

2A0002H 5.6
(12.35)

2A0004H 5.7
(12.57)

2A0006H 5.7
(12.57)

Three-
Phase
400 V 
Class

4A0001H 5.9
(13.01)

4A0002H 5.9
(13.01)

4A0004H 6.0
(12.23)
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Table 12  V1000 Drive Dimensions for Model BA0006H to 4A0011H

Voltage 
Class

Drive 
Model
CIMR-

V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B E F G H
Weight

kg 
(lbs)

Single-
Phase
200 V 
Class

BA0006H

257
(10.12)

255
(10.04)

235
(9.25)

227.5
(8.96)

241
(9.49)

7
(0.28)

2.5
(0.10)

140
(5.51)

188
(7.40)

43.5
(1.71)

50
(1.97)

50
(1.97)

50
(1.97)

8.9
(19.62)

BA0010H 9.0
(19.84)

BA0012H 9.3
(20.50)

Three-
Phase
200 V 
Class

2A0010H 8.9
(19.62)

2A0012H 8.9
(19.62)

2A0020H 9.2
(20.28)

Three-
Phase
400 V 
Class

4A0005H 8.8
(19.40)

4A0007H 8.9
(19.62)

4A0009H 8.9
(19.62)

4A0011H 9.2
(20.28)

HH
1

H
2W

W1

t1

H G F E

B
A

4-M6

D

φ28.8

4-φ23
φ23



5  Mechanical Installation

YASKAWA ELECTRIC TOBP C710606 35D YASKAWA AC Drive - V1000 NEMA Type 4X/IP66 Installation Manual  25

Table 13  V1000 Drive Dimensions for Model 2A0030H to 4A0031H

Voltage
Class

Drive 
Model
CIMR-

V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B C J E F G H I
Weight

kg 
(lbs)

Three-
Phase
200 V 
Class

2A0030H

385
(15.16)

420
(16.54)

305
(12.01)

360
(14.17)

400
(15.75)

8.5
(0.33)

2.5
(0.10)

158
(6.22)

205.5
(8.09)

235
(9.25)

258
(10.16)

97.5
(3.84)

2.5
(0.10)

45
(1.77)

45
(1.77)

123.3
(4.85)

28.1
(61.95)

2A0040H 28.1
(61.95)

2A0056H 29.5
(65.04)

Three-
Phase
400 V 
Class

4A0018H 27.9
(61.51)

4A0023H 28.0
(61.73)

4A0031H 29.1
(64.15)
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Table 14  V1000 Drive Dimensions for Model 2A0069H

Voltage 
Class

Drive 
Model
CIMR-

V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B C E F G H I
Weight

kg 
(lbs)

Three-
Phase
200 V 
Class

2A0069H 411
(16.18)

465
(18.31)

305
(12.01)

386
(15.20)

445
(17.52)

8.5
(0.33)

2.5
(0.10)

183
(7.21)

228
(8.98)

246
(9.69)

75.5
(2.97)

65
(2.56)

20
(0.79)

45
(1.77)

137.5
(5.41)

33.9
(74.74)
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Table 15  V1000 Drive Dimensions for Model 4A0038H

Voltage 
Class

Drive 
Model
CIMR-

V

Dimensions mm (in)

W H D W1 H1 H2 t1 A B C J E F G H I
Weight

kg 
(lbs)

Three-
Phase
400 V 
Class

4A0038H 385
(15.16)

420
(16.54)

305
(12.01)

360
(14.17)

400
(15.75)

8.5
(0.33)

2.5
(0.10)

158
(6.22)

205.5
(8.09)

235
(9.25)

258
(10.16)

97.5
(3.84)

2.5
(0.10)

45
(1.77)

45
(1.77)

123.3
(4.85)

29.4
(64.82)
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