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Dimensions in Inches
A B C D E F G H J K1 L M N P R

NQ0 1 3.75 5.25 7.25 2.50 5.63 6.25 1.50 2.00 -- 0.88 -- -- 0.22 1.25 --
NQ1 1 4.50 5.75 7.25 3.13 5.63 6.25 1.50 2.00 0.81 0.88 -- -- 0.22 1.25 --
NQ2 1 5.00 4.75 9.25 3.88 7.75 8.25 1.50 2.00 1.00 0.88 X 1.13 X 1.38 -- -- 0.22 1.25 --
NQ3 1 5.88 5.50 10.50 4.13 8.25 9.00 1.50 2.00 1.25 0.88 X 1.13 X 1.38 -- -- 0.28 1.25 --
NQ4 1 7.00 6.50 11.75 5.38 9.50 10.25 1.75 2.00 1.50 0.88 X 1.13 X 1.38 -- -- 0.28 1.25 --
NQ5 2 10.00 7.75 17.25 7.38 15.38 15.25 2.375 2.00 4.00 1.13 X 1.38 6.00 0.75 0.44 1.25 1.68

NQ6A 2 12.25 9.25 17.63 9.38 14.88 15.56 2.00 2.00 5.00 1.38 X 2.50 8.00 0.75 0.44 2.00 1.68
NQ6 2 12.25 9.25 20.88 9.38 18.13 18.88 2.00 2.00 5.00 1.38 X 2.50 8.00 0.75 0.44 2.00 1.68
NQ7 2 14.50 10.75 21.38 11.63 18.63 19.38 2.00 2.00 6.00 1.38 X 2.50 10.00 0.75 0.44 2.00 1.81
NQ8 2 14.50 10.75 27.38 11.13 24.50 24.88 2.00 2.00 6.00 1.38 X 2.50 10.00 0.75 0.56 2.00 1.81

©  Hammond Power Solutions Inc. Data subject to change without notice.

‘NQ’ SERIES ENCLOSURES
NEMA 3R ENCLOSURE DIMENSIONAL DRAWINGS

OPTIONAL STAINLESS STEEL ENCLOSURES ARE AVAILABLE.1 Knockout (K) sizes are actual diameters of knockout, not conduit sizes. 
Refer to table on page 260 for conduit sizes.
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